fiLl75651263«$ \ 

# J • 



FIG. 1 



GPS 

ANTENNA 



W 



108 



GPS 



101 



CONSOLE CPU 



102 



RAM 



103 



ROM 



^1 



104 



SECONDARY 
STORAGE 
DEVICE (HDD) 



106 



CONSOLE 
DEVICE (DISPLAY 
AND OPERATION) 



105 



GPS 

INTERFACE 



109 



EXTERNAL 
STORAGE 
DEVICE 
(FDD, MOD) 



MAIN CPU 



110 



111 



LIGHTING DEVICE 



112 



RETICLE 

TRANSPORT 

DEVICE 



113 



STAGE 

TRANSPORT 

DEVICE 



114 



TV SYSTEM 



115^ 
PERIPHERAL 
DEVICE BUS 
(SCSI) 



MAIN CPU BUS 
107 



* 




FIG. 2 



LATITUDE AND LONGITUDE 
INFORMATION TEST 



OBTAIN LATITUDE AND 
LONGITUDE INFORMATION 
AT APPARATUS LOCATION 
FROM GPS RECEIVER 



s 



201 



RETRIEVE SOFTWARE 
LICENSED LOCATION, AND 
ALLOWABLE OFFSET 
RANGE 



202 



^--203 

WITHIN ^ 
LICENSED LATITUDE AND 
LONGITUDE? 



C 





YES 




206 







RETURN TO PROGRAM 
EXECUTION PROCESS 





204 








ALERT BREACH OF 




LICENCE AGREEMENT 




205 







TO PROGRAM 
TERMINATION PROCESS 



FIG. 3 



( TIME INFORMATION TEST J 



OBTAIN CORRECT TIME 
INFORMATION FROM GPS 
SATELLITE VIA GPS 
RECEIVER 



RETRIEVE TIME LIMIT 
INFORMATION OF 
EVALUATION VERSION 
SOFTWARE 



C 





YES 




306 


1 





301 



s 



302 






304 


< 






ALERT BREACH OF 




LICENCE AGREEMENT 




305 







RETURN TO PROGRAM 
EXECUTION PROCESS 



TO PROGRAM 
TERMINATION PROCESS 




FIG. 4 



GPS 

ANTENNA 



101 



CONSOLE CPU 



102 



RAM 



103 



ROM 



104 



SECONDARY 
STORAGE 
DEVICE (HDD) 



106 



CONSOLE 
DEVICE (DISPLAY 
AND OPERATION) 



108 



GPS 

RECEIVER 



105 



GPS 

INTERFACE 



109 



EXTERNAL 

STORAGE 

DEVICE 



119 



COMMUNICATION 
INTERFACE 



COMMUNICATION 

DEVICE 

(MODEM/TA) 



116 



117 



110 



MAIN CPU 



111 



LIGHTING DEVICE 



112 



RETICLE 

TRANSPORT 

DEVICE 



113 



STAGE 

TRANSPORT 

DEVICE 



114 



TV SYSTEM 



115" 7 
PERIPHERAL 
DEVICE BUS 
(SCSI) 



V 



MAIN CPU BUS 
107 



NETWORK 



150 



SERVER 



FIG. 5 



GPS 

ANTENNA 



151 



CPU 



152 



MEMORY 



153 



CONSOLE DEVICE 



158 



GPS 

RECEIVER 



155 



GPS 

INTERFACE 



159 



COMMUNICATION 
INTERFACE 



COMMUNICATION 
DEVICE 



\ ^ y117 
(^NETWORK^^ 



156 



BUS 
157 



# 



FIG. 6 

( START ) 



< 


r 


OBTAIN GPS RECEPTION 
DATA OF LICENSED 
APPARATUS 






TRANSMIT GPS RECEPTION 
DATA TO LICENSE 
MANAGER 






VERIFY WITH GPS 
RECEPTION DATA 
OBTAINED AT LICENSE 
MANAGEMENT SERVER 



401 



.402 



-403 




YES 



405 



REPORT BREACH OF 
LICENCE AGREEMENT 



C END ) 



# 



m 



FIG. 7 



START UNLAWFUL ACCESS 
CHECK 



OBTAIN GPS RECEPTION 
DATA OF REMOTE 
CONNECTION ORIGINAL 
APPARATUS 



1201 



TRANSMIT GPS RECEPTION 
DATA TO REMOTE 
CONNECTION DESTINATION 
APPARATUS 



1202 



VERIFY GPS RECEPTION 
DATA WITH INSTALLED 
LOCATION OF REMOTE 
CONNECTION ALLOWED 
APPARATUS 



s 



1203 



,1204 

'unlawful" 
Installed location 
data or invalid gps. 

DATA ? 
NO 



YES 



"RETURN TO REMOTE 
CONNECTION CONTINUATION 
PROCESS 



V 





1205 


DISCONNECT REMOTE 
CONNECTION 


I 





c 



QUIT REMOTE 
CONNECTION 




• 



FIG. 9 



START UNLAWFUL ACCESS 
CHECK 



OBTAIN APPARATUS ID 
DATA OF REMOTE 
CONNECTION ORIGINAL 
APPARATUS 



s 



901 



TRANSMIT APPARATUS ID 
DATA TO REMOTE 
CONNECTION DESTINATION 
APPARATUS 



902 



RETRIEVE AND VERIFY 
WITH REMOTE 
CONNECTION ALLOWED 
APPARATUS ID DATA 



s 



903 




YES 



RETURN TO REMOTE 
CONNECTION CONTINUATION 
PROCESS 





905 




r /v/ 




DISCONNECT REMOTE 




CONNECTION 


1 


r 



( 



QUIT REMOTE 
CONNECTION 




506 



VERIFY APPARATUS 
COMPOSITE ID DATA WITH 
APPARATUS ID OF 
REMOTE CONNECTION 
ALLOWED APPARATUS 



507 



VERIFY APPARATUS 
COMPOSITE ID DATA WITH 
INSTALLED LOCATION OF 
REMOTE CONNECTION 
ALLOWED APPARATUS 



_,508 

UNLAWFUL^ 
INSTALL LOCATION 
DATA OR INVALID GPS, 
DATA ? 



NO 



,509 



INVALID APPARATUS 
ID DATA ? 



NO 



510 



INSTALLED 
LOCATION DATA 
IN APPARATUS COMPOSITE 
ID IS DIFFERENT FROM^ 
.GPS RECEPTION. 
DATA f 

NO 



YES 



YES 



YES 



RETURN TO REMOTE 
CONNECTION CONTINUATION 
PROCESS 



FIG. 10 



START UNLAWFUL ACCESS 
CHECK 



501 



OBTAIN GPS RECEPTION 
DATA OF REMOTE 
CONNECTION ORIGINAL 
APPARATUS 



502 



OBTAIN APPARATUS 
COMPOSITE ID DATA OF 
REMOTE CONNECTION 
ORIGINAL APPARATUS 



503 



TRANSMIT GPS RECEPTION 
DATA AND APPARATUS 
COMPOSITE ID DATA TO 
REMOTE CONNECTION 
DESTINATION APPARATUS 



504 



VERIFY GPS RECEPTION 
DATA WITH INSTALLED 
LOCATION OF REMOTE 
CONNECTION ALLOWED 
APPARATUS 



511 



DISCONNECT REMOTE 
CONNECTION 



* C 



QUIT REMOTE 
CONNECTION 



